GENERAL NOTES:

Details shown hereon cover the placement of Markers and De—

Shoulder Line Shoulder Line lineators at bridges in conjunction with the installation of guard—
Edge of Pavement \S OM-3L Edge of Pavement \ rail. If a guardrail installation is warranted, delineation is required
;77777777773\; 77777777 [3\7:1\77;7777;776/ ;7777777777% ———————————————————————————— < as determined by the following types of situations.

¢ ) TYPE 1:  For bridges that are 10 meters wide or less, but not
) Guardrall Bridge ) Traffic Bridge full shoulder width. Beginning 7.6 meters from the ap—
@ @ e TrsfiC proach end of guardrail, install Type 2 Object Markers
r ! | (OM2-3YV) at 7.6 meter intervals behind the guardrail.
v 1 %‘fi < Installa Type 3 Object Marker (OM-3R and OM-3L)
o Tl TTTTTe T - S I i 77‘\ 0w T e at the bridge ends. On paved roadways only, install
‘,@ 60 m | . Cuardest| 7 Single White Delineators (D-1W) at 60 meter spacing
76 L@ Object Marker placement when bridge beginning 60 meters in front of the approach end of
220 0 0@ Max. is less than full shoulder width. the guardrail. For ramp terminals, see note 4.
Typical
® Shoulder Line 1.6 m TYPE 2:  For bridges over 10 meters wide, but less than full shoulder
Edge of Pavement < ‘ oM-3L width. Beginning 7.6 meters from the approach end
TYPE 1 ,,,,,,,,,,A‘ ,,,,,,,,,,,, ﬂ/ of guardrail, install Type 2 Object Markers (OM2-3YV)
BRIDGE - 10 METERS WIDE OR LESS BUT NOT FULL SHOULDER WIDTH / at 7.6 meter infervals behind the guardrail. Install @
Type 3 Object Marker (OM—3R and OM-3L) at the
) TFaffIC m—— bridge ends.
Bridge
\ Traffic mm—— TYPE 3:  For full shoulder width bridges. Install a Type 3 Object

Shoulder Line oM-3L Marker (OM-3R and OM-3L) at the bridge ends.
Edge of Pavement \S ﬂ/ 77777777777777777777777777777777777777777777 &

\ %?:4\; o bk S Bridge and shoulder width determine which TYPE (1, 2, or 3) TYPE 4: Bridges with Bullnose Guardrail Installation. Install a
1s used to dellineate guardrall installation on outside approach. Type 3 Object Marker (OM-3L) at the bridge end.

For full shoulder width bridges:

TYPE 4 No Delineation required.
BRIDGE - BULLNOSE GUARDRAIL INSTALLATION For less than full shoulder width bridges:
Install 3 Type 2 Obiject Markers (OM2-3YV)
Install first object marker 3.8 meters from bridge end
post and install remaining two at 7.6 mefer intervals

h D-1W When object markers or delineator are required with guardrail
installations, the object markers or delineator will be included in

i .
76 m L@ Design Shoulder

Max. Typical the price bid for installation of guardrail. When object markers
LEGEND or delineators are required when no guardrail work is done the
Pavement object markers and delineators will be bid.
TYPE 2
BRIDGE - WIDER THAN 10 METERS BUT LESS THAN FULL SHOULDER WIDTH SECTION A-A [ Type 3 Object Marker, Left (OM-3L} Price bid for contract items shall be considered full compensation
T Tooe 3 00 ect Morker, Rl (OM-3R) for fumishing, fabricating, and erecting the delineators and object
e Ject Mafker, Rig markers including posts, necessary hardware, and labor to complete
the work.
oM2-3YV @ Type 2 Object Marker (OM2-3YV)
Contract bid items are: Incidental ltem:
choulder Line @ Stngle White Delineator, (O-1W) Single White Delineators Offset Brackets
Eoe of P D/ OM-3L Type 2 Object Markers
N K7\_4 S —~ Type 3 Obiect Markers
Beam Guardral | All dimensions given in millimeters unless noted.
) buardrall Bridge SECTION B-B M @Iowa Department of Transportation
. (1) Not required on projects where delineators are proposed or installed Highway Division
x [@ @_\ ODMM?Z&RL% throughout the length of the project. 9 ay
7777777777777777777777777777777777 | (2) All Delineator and Object Marker placement shall be behind face of = s 0 RE-48A
m buardrat | guardrail. The edge of object marker (OM-3L or OM—3R) shall be o TANDARD ROAD PLAN
i OM-3R aligned with the face of guardrail. o | eSO Ao patagrapn to Gereral Notes, sefines viet 15 REVISION NO.
TYPE 3 . @ Refer to Standard Road Plans and E _included 1n phice bid for installation of guardrail. REWS;D%N DATE
@ At ramp terminals only, install Single White Delineators as follows: ] 12-05-00 04-03-01
BRIDGE - FULL SHOULDER WIDTH Bridge Place first delineator at location where near ramp terminal rodius ZITE0/EH8  DESIan NETNEDS LoD iEr
meets the edge of the through pavement. Place additional deline— 2 DETAILS OF MARKER
SECTION C-C ator(s) spaced equally (spacing notto exceed 40 meters) between o
first delineator and guardrail. = AND DELINEATOR PLACEMENT
= (AT BRIDGES)




